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LeVeL Product key feAtures

Premium Proflex Hunter 2 ( ultimatesportsman ) 2 Programs + Mute : 
AutoMAtiC AMbiENt AwArENESS 
VELD  
MutE
telecoil (SrC Harness)
silicone mould      
rotary Volume: easy to use volume control

digital dsP circuitry
Wind/noise reduction                                                                   
delayed auto start system (5 seconds)
312 battery type (upgrade to Proflex+ available) 
Activation melody                                                                                         
Low battery warning indication 

Spesialized
 

Proflex Veld 2 Programs : 
VELD 
SHootiNG rANGE 
silicone mould      
rotary Volume: easy to use volume control

digital dsP circuitry
Wind/noise reduction                                                                   
delayed auto start system (5 seconds)
312 battery type (upgrade to Proflex+ available) 
Activation melody                                                                                         
Low battery warning indication 

Standard Proflex competition 2  Programs :  
AutoMAtiC AMbiENt AwArENESS 
MutE
No telecoil _ as per regulations 
rotary Volume: easy to use volume control 
silicone mould      

digital dsP circuitry
Wind/noise reduction                                                                   
delayed auto start system (5 seconds)
312 battery type (upgrade to Proflex+ available)
Activation melody                                                                                         
Low battery warning indication 

Essential Proflex digital 1 1 Program : 
AutoMAtiC AMbiENt AwArENESS
rotary Volume: easy to use volume control
silicone mould      

digital dsP circuitry
Wind/noise reduction                                                                   
312 battery type (upgrade to Proflex+ available) 
Activation melody                                                                                         
Low battery warning indication 

Proflex digital 1e Push button Volume: 
Soft | Medium | Loud | Extra Loud
silicone mould      

digital dsP circuitry                                       
312 battery type (Upgrade to proflex + available)
Low battery warning indication 

Entry Level Proflex Passive No different attenuation filters available
(for upgrade purposes)


